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A WARNING

THIS MANUAL MUST BE CAREFULLY READ BY ALL INDIVIDUALS WHO HAVE OR WILL
HAVE THE RESPONSIBILITY FOR USING OR SERVICING THE PRODUCT. Like any piece
of complex equipment, this instrument will perform as designed only if it is used and serv-
iced in accordance with the manufacturer’s instructions. OTHERWISE, IT COULD FAIL TO
PERFORM AS DESIGNED AND PERSONS WHO RELY ON THIS PRODUCT FOR THEIR
SAFETY COULD SUSTAIN SEVERE PERSONAL INJURY OR DEATH.

The warranties made by Mine Safety Appliances Company with respect to the product are
voided if the product is not used and serviced in accordance with the instructions in this
manual. Please protect yourself and others by following them. We encourage our cus-
tomers to write or call regarding this equipment prior to use or for any additional infor-
mation relative to use or service.
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Chapter 1,
Instrument Safety and Certifications

The Solaris Multigas Detector is for use by trained and qualified
personnel. It is designed to be used when performing a hazard
assessment to:

* Assess potential worker exposure to combustible and toxic gases
and vapors

» Determine the appropriate gas and vapor monitoring needed for a
workplace.

The Solaris Multigas Detector can be equipped to detect:
» Combustible gases and certain combustible vapors
» Oxygen-deficient or oxygen-rich atmospheres
» Specific toxic gases for which a sensor is installed.

A WARNING

* Read and follow all instructions carefully.

¢ Check calibration before each day's use and adjust
if necessary.

¢ Check calibration more frequently if exposed to
silicone, silicates, lead-containing compounds,
hydrogen sulfide, or high contaminant levels.

¢ Recheck calibration if unit is subjected to physical
shock.

¢ Use only to detect gases/vapors for which a sensor
is installed.

¢ Do not use to detect combustible dusts or mists.
¢ Make sure adequate oxygen is present.
¢ Do not block sensors.

* Have a trained and qualified person interpret
instrument readings.

* Do not recharge Li ION battery in a combustible
atmosphere.

* Do not replace alkaline batteries in a combustible
atmosphere.

¢ Do not alter or modify instrument.

INCORRECT USE CAN CAUSE SERIOUS PERSONAL
INJURY OR DEATH.
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Safety Limitations and Precautions

Carefully review the following safety limitations and precautions before
placing this instrument in service:

* The Solaris Multigas Detector is designed to:
» Detect gases and vapors in air only

» Detect only specified toxic gases for which a sensor is
installed.

« Perform the following check before each day's use to verify proper
instrument operation:

» Calibration check (see Calibration Check section). Adjust
calibration if the readings are not within the specified limits.

» Check calibration more frequently if the unit is subjected to
physical shock or high levels of contaminants. Also, check
calibration more frequently if the tested atmosphere contains the
following materials, which may desensitize the combustible gas
sensor and reduce its readings:

* Organic silicones
» Silicates
* Lead-containing compounds

» Hydrogen sulfide exposures over 200 ppm or exposures
over 50 ppm for one minute.

* The minimum concentration of a combustible gas in air that can
ignite is defined as the Lower Explosive Limit (LEL). A combustible
gas reading of "100" or “5.00” indicates the atmosphere is above
100% LEL or 5.00% CHy, respectively, and an explosion hazard
exists. In such cases, the instrument LockAlarm feature activates.
Move away from contaminated area immediately.

* Do not use the Solaris Multigas Detector to test for combustible or
toxic gases in the following atmospheres as this may result in
erroneous readings:

» Oxygen-deficient or oxygen-rich atmospheres
* Reducing atmospheres

* Furnace stacks

* Inert environments

» Atmospheres containing combustible airborne mists/dusts.
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Do not use the Solaris Multigas Detector to test for combustible
gases in atmospheres containing vapors from liquids with a high
flash point (above 38°C, 100°F) as this may result in erroneously
low readings.

Do not block sensor openings as this may cause inaccurate
readings. Do not press on the face of the sensors, as this may
damage them and cause erroneous readings. Do not use
compressed air to clean the sensor holes, as the pressure may
damage the sensors.

Allow sufficient time for unit to display accurate reading. Response
times vary based on the type of sensor being utilized (see Chapter
6, "Performance Specifications").

All instrument readings and information must be interpreted by
someone trained and qualified in interpreting instrument readings
in relation to the specific environment, industrial practice and
exposure limitations.

Do not recharge lithium ion battery or replace alkaline batteries in a
hazardous area. Use only battery chargers made available by MSA
for use with this instrument; other chargers may damage the
battery pack and the unit. Dispose of batteries in accordance with
local health and safety regulations.

Do not alter this instrument; otherwise, damage may result.

Use of the Galaxy™ Automated Test System is an alternate MSHA-
approved method for calibrating MSHA-approved Solaris
instruments.

Use only calibration gas that is 2.5% Methane with an accuracy of
+5% when calibrating MSHA-approved Solaris instruments.

The maximum acceptable user-settable (password protected)
Galaxy Automated Test System tolerance on Bump Limits must
only be set to 10% or less when calibrating MSHA-approved
Solaris instruments.

For 30 CFR Part 75 determinations, the maximum acceptable user-
settable (password protected) Galaxy Automated Test System
tolerance on Bump Limits must only be set to such that 19.5%
oxygen can be detected with an accuracy of +0.5% when
calibrating MSHA-approved Solaris instruments.
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Date of Instrument Manufacture

The date of manufacture of your Solaris Multigas Detector is coded into
the instrument serial number.

» The last three digits represent the month (the letter) and the year
(the two-digit number).

» The letter corresponds to the month starting with A for January, B
for February, etc.

Certifications

Tests completed by MSA verify that the Solaris Multigas Detector meets
applicable industry and government standards as of the date of
manufacture. Refer to Chapter 6, TABLE 6-1, for specific certifications.

Electronic Interference

» This instrument generates, uses, and can radiate radio frequency
energy. Operation of this instrument may cause interference, in
which case, the user may be required to correct.

» This device is test equipment and is not subject to FCC technical
regulations. However, it has been tested and found to comply with
the limits for a Class A digital device specified in Part 15 of the
FCC regulations.

» This digital apparatus does not exceed the Class A limits for radio
noise emissions from digital apparatus set out in the Radio
Interference Regulations of the CRTC.

+ There is no guarantee that interference will not occur. If this
instrument is determined to cause interference to radio or
television reception, try the following corrective measures:

* Reorient or relocate the receiving antenna

* Increase separation between the instrument and the
radio/TV receiver

» Consult an experienced radio/TV technician for help.
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Chapter 2,
Using the Solaris Multigas Detector

Turning ON the Solaris Multigas Detector

Press the Power ON button; the instrument displays:
1. A self-test:
« All segments display
* Audible alarm sounds
* Alarm light illuminate
* Vibrator activates
» Software version displays
* Internal diagnostics
* "VISUAL OFF" displays if red LEDs disabled
» "BACKLITE OFF" displays if backlight disabled
« "AUDIBLE OFF" displays if buzzer disabled
» "VIBRATE OFF" displays if vibrator disabled.
2. Alarm setpoints:
* Low
+ High
» STEL (if activated)
»  TWA (if activated)
Calibration gas (expected calibration gas values)
Time and date (if data logging option installed)
Last CAL date (if data logging option installed)
CAL due date (if activated and if data logging option installed)
Instrument warm-up period
Fresh Air Setup option.

Last Cal Date

The Solaris Multigas Detector is equipped with a “last successful
calibration date” feature. The date shown is the last date that all
installed sensors were successfully calibrated. "LAST CAL" is displayed
with this date in the following format:

« MM:DD:YY

© N O hW®

If any of the sensors were not previously calibrated,
"LAST CAL, INVALID" is displayed.



Cal Due Date

The Solaris Multigas Detector (with data logging and software version
1.1 or higher) is equipped with a Calibration Due Date feature. To
activate this feature, see Chapter 3, “Accessing the Instrument Setup
Mode”.

If the calibration due date feature is activated, following Last Cal Date,
the message "CAL DUE, X DAYS" appears on the instrument LCD.

» x =the number of days until a calibration is due,
user selectable for 1 to 180 days.

If the number of days until calibration is due reaches 0, an alert occurs
and "CAL DUE, --NOW--" displays.

¢ Press the RESET button to clear the alert and continue with the
instrument warm-up period.

During Normal Measure mode, if the calibration due date feature is
activated and calibration is due, the instrument beeps and displays
"CAL DUE" every 30 seconds until the unit is calibrated.

Perform a calibration check before each day’s use to verify proper
instrument operation (see Chapter 2, “Calibration Check”).

Instrument Alarm Bypass Options

The Solaris Multigas Detector (with software version 1.1 or higher) is
equipped with a feature to disable or silence the visual, backlight,
audible, and vibrator options. To activate this feature, see Chapter 3,
“Accessing the Instrument Setup Mode”.

If any of these options (visual, backlight, audible, or vibrator) are
disabled during instrument startup, the Solaris Detector displays:

* "VISUAL OFF" if the red LEDs are disabled
+ "BACKLITE OFF" if backlight is disabled

+ "AUDIBLE OFF" if audible buzzer is disabled
* "VIBRATE OFF" if the vibrator is disabled.

If the visual, audible, or vibrator options are disabled, "ALARM OFF"
flashes on the LCD during Normal Measure mode.



Fresh Air Set Up Option

(for automatic zero adjustment of the Solaris Multigas Detector sensors)

NOTE: The Fresh Air Setup (FAS) has limits. If a hazardous level of
gas is present, the Solaris Multigas Detector ignores the FAS
command and goes into alarm.

A WARNING

Do not activate the Fresh Air Setup unless you are certain
you are in fresh, uncontaminated air; otherwise, inaccurate
readings can occur which can falsely indicate that a haz-
ardous atmosphere is safe. If you have any doubts as to the
quality of the surrounding air, do not use the Fresh Air Setup
feature. Do not use the Fresh Air Setup as a substitute for
daily calibration checks. The calibration check is required to
verify span accuracy. Failure to follow this warning can
result in serious personal injury or death.

Persons responsible for the use of the Solaris Multigas Detector must
determine whether or not the Fresh Air Setup option should be used.
The user's abilities, training and normal work practices must be
considered when making this decision.

1. Turn ON the Solaris Multigas Detector.

* Once the instrument self check is complete, ZERO? flashes for
10 seconds.

2. To perform a Fresh Air Setup, push the ON/OFF button while
ZERO? is flashing.

3. To immediately skip the FAS, push the v RESET button.

* If no buttons are pushed, the ZERO? automatically stops
flashing after the 10 seconds have expired and the FAS is not

nerformed
FLEL % 07
T
oy
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Figure 2-1. Battery Indicator
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Battery Life Indicator (FIGURE 2-1)

* The battery condition icon continuously displays in the upper
portion of the screen, regardless of the selected page.

« A

s the battery charge dissipates, segments of the battery icon go

blank until only the outline of the battery icon remains.

Battery Warning

« A

Battery Warning indicates that a nominal 15 minutes of operation

remain before instrument batteries are completely depleted.

N

OTE: Duration of remaining instrument operation during Battery
Warning depends on ambient temperatures.

*  When the Solaris Multigas Detector goes into Battery Warning:

Battery Life indicator flashes

“BATT WRN” flashes every 15 seconds
Alarm sounds

Lights flash every 15 seconds

The Solaris Multigas Detector continues to operate until the
instrument is turned OFF or battery shutdown occurs.

Battery Shutdown

When

the batteries can no longer operate the instrument, the instrument

goes into Battery Shutdown mode:

2-4

LOW and BATTERY flash on the display

Alarm sounds and lights flash

Alarm can be silenced by pressing the RESET button
No other pages can be viewed

After approximately one minute, the instrument automatically
turns OFF.

A WARNING

When Battery Shutdown condition sounds, stop using the
instrument; it can no longer alert you of potential hazards
since it does not have enough power to operate properly:

1. Leave the area immediately.

2. Turn OFF the instrument if it is ON.

3. Report to the person responsible for maintenance
4. Recharge the battery or replace the batteries.



Failure to follow this procedure, could result in serious per-
sonal injury or death.

A CAUTION

During "Battery Low" condition, prepare to exit the work
area since the instrument could go into "Battery Shutdown"
at any time, resulting in loss of sensor function. Depending
on the age of the batteries, ambient temperature and other
conditions, the instrument "Battery Low" and "Battery
Shutdown" times could be shorter than anticipated.

A WARNING

Recharge the instrument or replace the batteries when the
"Battery Low" or "Battery Shutdown" conditions occur.

Sensor Missing Alarm

The Solaris Multigas Detector will enter the Sensor Missing alarm if the
instrument detects that an enabled sensor is not properly installed in the
instrument. For Oy, CO, and H5S sensors, the Sensor Missing feature
is checked when the instrument is turned ON and when leaving the
Setup mode. The combustible Sensor Missing feature is continually
monitored. If a sensor is detected as missing, the following occurs:

+ SENSOR and MISSING flash on the display

» The flag above the sensor detected as missing flashes on the
display

» Alarm sounds and lights flash
» Alarm can be silenced by pressing the RESET button
* No other pages can be viewed

» After approximately one minute, the instrument automatically turns
OFF.

A WARNING

If a Sensor Missing condition occurs, stop using the instru-
ment; it can no longer alert you of potential hazards.

1. Leave the area immediately.
2. Turn OFF the instrument if it is ON.
3. Report to the person responsible for maintenance

Failure to follow this procedure could result in serious per-
sonal injury or death.



Calibration Check

The calibration check is simple and should only take about one minute.
Perform this calibration check before each day's use.

1.

w0 DD

© N o o

Turn ON the Solaris Multigas Detector in clean, fresh air.
Verify that readings indicate no gas is present.
Attach calibration cap to the Solaris Multigas Detector.

Ensure that "TOP" and "T" on the calibration cap are oriented so
that “TOP” is positioned at the top of the instrument.

Attach regulator (supplied with calibration kit) to the cylinder.
Connect tubing (supplied with calibration kit) to the regulator.
Attach other end of tubing to the calibration cap.

Open the valve on the regulator.

* The regulator flow rate is 0.25 Ipm.

* The reading on the Solaris Multigas Detector display should be
within the limits stated on the calibration cylinder or limits
determined by your company.

« If necessary, change cylinder to introduce other calibration
gases.

» If readings are not within these limits, the Solaris Multigas
Detector requires recalibration. See Chapter 4, "Calibration."

Measuring Gas Concentrations
Combustible Gases (% LEL) (FIGURE 2-2)

ALARM | iy
s ot
- i1aH

FLASH —

L
Ml
S CLH

Gy s

i ]

Figure 2-2. Instrument in LEL Alarm



The Solaris Multigas Detector can be equipped to detect combustible
gases in the atmosphere.

» Alarms sound when concentrations reach:
* Alarm Setpoint or
* 100% LEL (Lower Explosive Limit), 5% CHy.
* When the combustible gas indication reaches the Alarm Setpoint:
* Alarm sounds
* Alarm lights flash
* % LEL or CHy4 flag above the concentration flashes.
» To silence the alarm, press the RESET button.

NOTE: The alarm will stay silent if the alarm condition has cleared.

*  When the combustible gas indication reaches 100% LEL or 5%
CHy, the LockAlarm™ circuit locks the combustible gas reading and
alarm and:

* Alarm sounds

* Alarm lights flash

* 100 or 5.00 appears on the display and flashes.
» This alarm cannot be reset with the RESET button.

A WARNING

If the 100% LEL or 5.00% CH4 alarm condition is reached, you
may be in a life-threatening situation; there is enough gas in
the atmosphere for an explosion to occur. In addition, any
rapid up-scale reading followed by a declining or erratic read-
ing can also be an indication that there is enough gas for an
explosion. If either of these indications occur, leave and move
away from the contaminated area immediately. Failure to fol-
low this warning can result in serious personal injury or death.

» After moving to a safe, fresh-air environment, reset the alarm by
turning OFF the instrument and turning it ON again.
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Oxygen Measurements (% O3) (FIGURE 2-3)

iéTﬁ@.j — -
I I T B e > FLASH
%LEL % 02

Figure 2-3. Instrument in Oxygen Alarm

The Solaris Multigas Detector can be equipped to detect the amount of
oxygen in the atmosphere.

* Two conditions trigger the alarm:
+ Too little oxygen (deficient)
»  Too much oxygen (enriched).
*  When the alarm setpoint is reached for either of the above:

* Alarm sounds
* Alarm lights flash
* % O flag above the concentration flashes.

A WARNING

If the Oxygen alarm condition is reached while using the
instrument as a personal or area monitor, leave the area imme-
diately; the ambient condition has reached a preset alarm
level. If using the instrument as an inspection device, do not
enter the area without proper protection. Failure to follow this
warning will cause exposure to a hazardous environment
which can result in serious personal injury or death.
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Toxic Gas Measurements (FIGURE 2-4)
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Figure 2-4. Instrument in Toxic Gas Alarm

» The Solaris Multigas Detector can be equipped to detect:
» Carbon Monoxide (CO) and/or
* Hydrogen Sulfide (HS) in the atmosphere.
* When the alarm setpoint is reached for Carbon Monoxide (CO)
and/or Hydrogen Sulfide (HS):
» Alarm Sounds
* Alarm Lights flash
* PPM CO or PPM H5S flag above the concentration flashes.

A WARNING

If the Toxic Gas alarm condition is reached while using the
instrument as a personal or area monitor, leave the area
immediately; the ambient condition has reached a preset
alarm level. If using the instrument as an inspection device,
do not enter the area without proper protection. Failure to
follow this warning will cause over-exposure to toxic gases,
which can result in serious personal injury or death.

Solaris Multigas Detector
Equipped with an NO5 Sensor Only

* The Solaris Multigas Detector can be equipped to detect NO5.
Units are identified:

» at turn-ON by displaying 'TOX2 NO2'

» during continuous operation, by scrolling 'Solaris NO2' across the
display.
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The following operations remain the same for the H,S, CO, and
NO, sensors:

* sensor missing alarm
* sensor setup

» calibration

« TWA

+ STEL.

A CAUTION

NO,, H5S or any toxic sensor cannot be interchanged to a
different location within the instrument; otherwise, improper
operation will result.

The NO, Sensor:
* must be placed in the black sensor holder
» gasket is also black.

(ALARM |}

lss 5!
®LELI [ %02 | FLASH

1 1
U chd

PPM C(;Eg (PPMI TC;X2
i HJ

Figure 2-5. Instrument in NO Gas Alarm (NO5 Versions Only)
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Safe LED

The Solaris Multigas Detector is equipped with a green "SAFE LED".
This green SAFE LED will flash every 15 seconds under the following
conditions:

* The green SAFE LED is enabled

* Instrument is on the normal Measure Gases page
+ Combustible reading is 0% LEL or 0%CHyg

+ Oxygen (Oy) reading is 20.8%

* Carbon Monoxide (CO) reading is 0 ppm

* Hydrogen Sulfide (HS) reading is 0 ppm

* No gas alarms are present (low or high)

* Instrument is not in Low Battery warning or alarm
+ CO, HyS, STEL and TWA readings are 0 ppm.

Operating Beep

The Solaris Multigas Detector is equipped with an operating beep. This
operating beep activates every 30 seconds by momentarily beeping the
horn and flashing the alarm LEDs under the following conditions:

» Operating beep is enabled

* Instrument is on normal Measure Gases page
* Instrument is not in Battery warning

* Instrument is not in Gas alarm

* Audible and visual options enabled.



Viewing Optional Displays (FIGURE 2-6)

The diagram shown in FIGURE 2-6 describes the flow for optional
displays.

POWER
ON
MEASURE
PAGE
RESET
T CLEAR
wsec. | FEAK PEAK
PAGE
RESET
WALT CLEAR
eec. | WM MIN
PAGE
RESET
WALT CLEAR
B eec. | STEL STEL
PAGE
RESET
WALT CLEAR
o | WA TWA
PAGE
DATA
- s:As[ETc_ TIME LOGEING
INSTRUMENTS
PAGE ONLY
WAIT
30 Sec. DATE
PAGE

Figure 2-6. Flow Diagram
Press the PAGE button to move to:
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Peak Readings (PEAK) (FIGURE 2-7)

=~
an
P
—_
R
E =

-
e
-—!
M
-'
=
J
-'

%
%

_(

{
A\
o
_'
L
—
_'

)
J
"
J
"
J

J
"—

Figure 2-7. PEAK Readings on the Display

» PEAK appears in the upper portion of the display to show the

highest levels of gas recorded by the Solaris Multigas Detector
since:

* Turn-ON or

* Peak readings were reset.
* To Reset the Peak Readings:

1. Access the Peak page.

2. Press the RESET button.

Minimum Readings (MIN) (FIGURE 2-8)

MT
L

Figure 2-8. MIN Reading on the Display

» This page shows the lowest level of oxygen recorded by the
Solaris Multigas Detector since:



*  Turn-ON or

* MIN reading was reset.
* MIN appears in the upper portion of the display.
* To reset the MIN Reading:

1. Access the Min page.

2. Press the RESET button.

Short Term Exposure Limits (STEL) (FIGURE 2-9)
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Figure 2-9. Exposure Page with STEL Alarm

» The STEL flag appear in the upper portion of the display to show
the average exposure over a 15-minute period.

*  When the amount of gas detected by the Solaris Multigas Detector
is greater than the STEL limit:

¢ Alarm sounds
* Alarm lights flash
« STEL flashes.

To Reset the STEL:
1. Access the STEL page.

2. Press the RESET button.

The STEL alarm is calculated over a 15-minute exposure. Calculation
examples are as follows:

» Assume the Detector has been running for at least 15 minutes:
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* 15-minute exposure of 35 PPM:

(15 minutes x 35 PPM)
15 minutes

* 10-minute exposure of 35 PPM
5-minute exposure of 15 PPM:

= 35 PPM

(10 minutes x 35 PPM) + (5 minutes x 5 PPM) _ 55 pppy

15 minutes

A WARNING

If the STEL alarm condition is reached while using the
instrument as a personal or area monitor, leave the contam-
inated area immediately; the ambient gas concentration has
reached the preset STEL alarm level. Failure to follow this
warning will cause over-exposure to toxic gases, which can
result in serious personal injury or death.

Time Weighted Average (TWA) (FIGURE 2-10)
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Figure 2-10. Exposure Page with TWA Alarm

The TWA flag will appear in the upper portion of the display to
show the average exposure since the instrument was turned ON or

the TWA reading was reset.

When the amount of gas detected by the Solaris Multigas Detector
is greater than the eight-hour TWA limit:

« Alarm Sounds
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* Alarm Lights Flash
* TWA flashes.

To Reset the TWA:
1. Access the TWA page.

2. Press the RESET button.

The TWA alarm is calculated over an eight-hour exposure. Calculation
examples are as follows:

* 1-hour exposure of 50 PPM:

(1 hour x 50 PPM) + (7 hours x 0 PPM)
8 hours =6.25 PPM

* 4-hour exposure of 50 PPM
4-hour exposure of 100 PPM:

(4 hours x 50 PPM) + (4 hours x100 PPM)
8 hours =75 PPM

* 12-hour exposure of 100 PPM:

(12 hours x 100 PPM)
8 hours =150 PPM

NOTE: The accumulated reading is always divided by eight hours.

A WARNING

If the TWA alarm condition is reached while using the instru-
ment as a personal or area monitor, leave the contaminated
area immediately; the ambient gas concentration has
reached the preset TWA alarm level. Failure to follow this
warning will cause over-exposure to toxic gases, which can
result in serious personal injury or death.

Time Display (FIGURE 2-11)
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Figure 2-11 Time Display

+ TIME appears on the display to show the current time of day in a
24-hour format.

Date Display (FIGURE 2-12)
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Figure 2-12. Date Display

« DATE appears on the display with the current date displayed in the
following format:

« MM:DD:YY
Turning OFF the Solaris Multigas Detector
Push and Hold the ON-OFF button for three seconds.

NOTE: Releasing the ON-OFF button before the three seconds elapse
returns the instrument to the Measure page.



Chapter 3,
Setting up the Solaris Multigas Detector

Power Systems

The Solaris instrument is supplied with a Li ION battery or three AA
Alkaline batteries. These batteries have a nominal runtime of 14 and 12
hours, respectively. In colder temperatures, battery output may be
reduced. See TABLE 3-1 for capacity reductions expected for batteries
at these temperatures.

Table 3-1.
Battery Capacity Reductions Expected at Colder Temperatures
TEMPERATURE Li ION AA ALKALINE
21°C (70°F) None None
-20°C (-4°F) 40% 90%

Battery Charging (Lithium lon Battery version only)
Charge the battery by using the Charger supplied with the instrument.

A CAUTION

Use of any charger, other than the Charger supplied with the
instrument, may damage or improperly charge the batteries.

» The charger is capable of charging a completely depleted pack in
less than four hours in normal, room-temperature environments.

NOTE: Allow very hot or cold instruments to stabilize for one hour
at room temperature before attempting to charge.

*  Minimum and maximum ambient temperature to charge the
instrument is 10°C, 50°F and 35°C, 95°F, respectively.

* For best results, charge the instrument at room temperature (23°C)

To Charge the Instrument
« Carefully place instrument into the charge stand.
» Charger status is indicated by the LED.
* Green: Charging complete
* Red: Charging in process

* Yellow: Failure Mode; remove from charger.
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* "CHARGE" flashes on the Solaris display when the unit is installed
on the charge stand

* This is not an indication that the charge is complete

Battery Replacement (Alkaline Battery Version Only)

A WARNING

Do not remove the intrument’s batteries in a hazardous area
To replace Solaris Multigas Detector batteries:

1. Unscrew the captive screws from the bottom and top of the battery
door.

2. Replace the batteries, using only batteries listed on the Approval
Label.

3. Attach battery door to instrument and tighten the screws.

Figure 3-1. Battery Replacement

Changing Instrument Settings

* Many options can be set using the instrument buttons.

» If the Solaris Multigas Detector was ordered with the optional
datalogging, the MSA FiveStar LINK software can be used to set
most of the instrument selections, including some that cannot be
changed from the instrument's front panel buttons.
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Accessing the Instrument Setup Mode

1. Press and hold the RESET button while turning the instrument ON.
» SETUP displays.

NOTE: In all of the following selections in this Set-up mode:

» Press ON/OFF to enter chosen value/go to the next page.
* Press the ON/OFF button to store the chosen value.
» Press RESET to decrement by one or toggle ON/OFF.
* Press and hold RESET to decrement by 10.
* Press PAGE to increment by one or toggle ON/OFF.
* Press and hold PAGE to increment by 10.
2. Enter password default "672".
3. Press ON/OFF to enter password.
» Correct Password: instrument continues/beeps three times.
* Incorrect Password: instrument enters the Measure mode.
4. Password ON/OFF (turns the password protection ON or OFF)
5. New Password Setup (changes the password)
6. Instrument Options Setup
» Safe LED ON/OFF
* Instrument Alarm Bypass Options Setup
* Visual alarm ON/OFF (red LEDs)
* Audible alarm ON/OFF (buzzer)
* Vibrator ON/OFF
» Backlight ON/OFF
» Backlight timer (10 seconds to 10 minutes)
*  OP beep ON/OFF
» STEL/TWA ON/OFF
» Time (if data logging option installed)
» Date (if data logging option installed)
* CAL Due ON/OFF (if data logging option installed)
*  CAL Due duration (1 to 180 days)



7. LEL/CHy4 Setup
» Sensor ON/OFF (turns the sensor ON or OFF)
» Display Combustible Gas Type?

*  Methane
* Pentane
* Hydrogen
* Propane

* LEL or Chg mode (displays % LEL (for any gas)
or % CHy (for Methane only)

* Low Alarm (sets the low combustible alarm)

« High Alarm (sets the high combustible alarm)

» Cal Gas (sets the expected combustible calibration gas)
8. Oy Setup

* Sensor ON/OFF (turns the sensor ON or OFF)

* Low Alarm

+ High Alarm
9. CO Setup

» Sensor ON/OFF (turns the sensor ON or OFF)

* Low Alarm (sets the low CO alarm)

» High Alarm (sets the high CO alarm)

» STEL Alarm (if enabled) (sets the STEL CO alarm)

«  TWA Alarm (if enabled) (sets the TWA CO alarm)

» Cal Gas (sets the expected CO calibration gas)
10.TOX2 Setup (H2S or NO5)

« Sensor ON/OFF (sets TOX2 sensor ON or OFF)

* Low Alarm (sets the low TOX2 alarm)

« High Alarm (sets the high TOX2 alarm)

» STEL Alarm (if enabled) (sets the STEL TOX2 alarm)

*  TWA Alarm (if enabled) (sets the TWA TOX2 alarm)

» Cal Gas (sets the expected TOX2 calibration gas)



Chapter 4,
Calibration

Calibrating the Solaris Multigas Detector

Each Solaris Multigas Detector is equipped with an Autocalibration
feature to make unit calibration as easy as possible.

The Autocalibration sequence resets instrument zeroes and adjusts
sensor calibration for known concentrations of calibration gases.

Table 4-1. Autocalibration and Required Calibration Cylinders

FOUR-GAS FOUR-GAS FOUR-GAS

SENSORS EXPECTED GAS* CYLINDER CYLINDER CYLINDER
CONCENTRATION (P/N 10045035) (P/N 10058171) (P/N 10058034)

Combustible 58% LEL [ o
Combustible 2.5% CHy °
Oxygen 15% L] ° °
Carbon Monoxide 60 ppm [ ° °
Hydrogen Sulfide 20 ppm [
Nitrogen Dioxide 10 ppm L] °
*Factory Default

LEL Mode Methane Mode LEL Mode

NOTES:

» Refer to Chapter 3, "Setting up the Multigas Detector", for instructions on changing the
autocalibration expected gas concentrations if calibration gas with concentrations other
than those listed above will be used to calibrate the instrument.

* For 30 C.F.R. Part 75 determinations (MSHA versions), the Solaris Multigas Detector
must be operated in the 0-5% by volume CHy4 mode and must be calibrated with 2.5%
by volume methane.

A WARNING

The expected gas concentrations must match the gas con-
centrations listed on the calibration cylinder(s). Failure to
follow this warning will cause an incorrect calibration, which
can result in serious personal injury or death.
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To Calibrate the Solaris Multigas Detector (FIGURE 4-1):

1.

Turn ON the instrument and verify that battery is sufficiently
charged.

2. Wait until the Measure Gases page appears.
3. Push and hold the RESET button until CAL ZERO? flashes on the

display (FIGURE 4-2).

Push the ON-OFF button to zero the instrument.

* Instrument must be in fresh air to perform the zero.
* CAL ZERO flashes.

NOTE: To skip the Zero procedure and move directly to the
calibration span procedure, push the RESET button.
If no button is pushed for 30 seconds, the instrument
returns to the Measure mode.

* Once the zeros are set, CAL SPAN? flashes (FIGURE 4-3).



=1 MEASURE

30 SECONDS
NG BUTTON

50 SECONDS

CAL ZERQ?Y
FLASHES

PRESS RESET BUTTON
FOR 3 SECONDS

RESET

ON/OFFl

PERFORM ZERQ
CAL ZERO

——

L

CAL SPAN?

NO BUTTON

FLASHES

RESET

ON/OFFl

PERFORM
CAL SPAN

Figure 4-1. Calibration Flow Chart
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Figure 4-3. CAL Flag

4. Connect the appropriate calibration gas to the instrument.
5. Attach the calibration cap to the instrument.
a. Connect one end of the tubing to the calibration cap.

b. Connect other end of tubing to the cylinder regulator (supplied
in the calibration kit).

c. Ensure that "TOP" and "T" on the calibration cap are oriented
so that "TOP" is positioned at the top of the instrument.

6. Open the valve on the regulator.
7. Push the ON-OFF button to calibrate (span) the instrument.
» CAL SPAN flashes for approximately 90 seconds.

» If autocalibration sequence passes, the instrument beeps three
times and returns to the Measure mode.

NOTE: To skip calibration and return to the Measure mode,
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push the RESET button.If no button is pushed for 30 seconds,
the instrument returns to the Measure mode.

8. Remove the calibration cap.
9. Close the valve on the regulator.

NOTE: The autocalibration procedure adjusts the span value for any
sensor that passes the test; sensors that fail autocalibration are
left unchanged.

Since residual gas may be present, the instrument may briefly
go into an exposure alarm after the calibration sequence is
completed.

Autocalibration Failure

If the Solaris Multigas Detector cannot calibrate one or more sensor(s),
the instrument goes into the Autocalibration Failure Page and remains
in alarm until the RESET button is pushed. Sensors that could not be
calibrated are indicated by dashed lines on the concentration display.

4-5



Chapter 5,
Warranty and Live Maintenance
Procedures

MSA Portable Instrument Warranty

1. Warranty-
ITEM WARRANTY PERIOD
Chassis and electronics Two years
All sensors, unless otherwise specified Two years

This warranty does not cover filters, fuses, etc. Certain other
accessories not specifically listed here may have different warranty
periods. This warranty is valid only if the product is maintained and
used in accordance with Seller's instructions and/or
recommendations. The Seller shall be released from all obligations
under this warranty in the event repairs or modifications are made
by persons other than its own or authorized service personnel or if
the warranty claim results from physical abuse or misuse of the
product. No agent, employee or representative of the Seller has
any authority to bind the Seller to any affirmation, representation or
warranty concerning this product. Seller makes no warranty
concerning components or accessories not manufactured by the
Seller, but will pass on to the Purchaser all warranties of
manufacturers of such components. THIS WARRANTY IS IN LIEU
OF ALL OTHER WARRANTIES, EXPRESSED, IMPLIED OR
STATUTORY, AND IS STRICTLY LIMITED TO THE TERMS
HEREOF. SELLER SPECIFICALLY DISCLAIMS ANY
WARRANTY OF MERCHANTABILITY OR OF FITNESS FOR A
PARTICULAR PURPOSE.

. Exclusive Remedy- It is expressly agreed that Purchaser's sole

and exclusive remedy for breach of the above warranty, for any
tortious conduct of Seller, or for any other cause of action, shall be
the replacement at Seller's option, of any equipment or parts
thereof, which after examination by Seller is proven to be defective.
Replacement equipment and/or parts will be provided at no cost to
Purchaser, F.O.B. Seller's Plant. Failure of Seller to successfully
replace any nonconforming equipment or parts shall not cause the
remedy established hereby to fail of its essential purpose.
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3. Exclusion of Consequential Damages- Purchaser specifically
understands and agrees that under no circumstances will seller be
liable to purchaser for economic, special, incidental or
consequential damages or losses of any kind whatsoever, including
but not limited to, loss of anticipated profits and any other loss
caused by reason of nonoperation of the goods. This exclusion is
applicable to claims for breach of warranty, tortious conduct or any
other cause of action against seller.

Cleaning and Periodic Checks

As with all electronic equipment, the Solaris Multigas Detector will
operate only if it is properly maintained.

A WARNING

Alteration of the Solaris Multigas Detector, beyond the pro-
cedures described in this manual or by anyone other than a
person authorized by MSA, could cause the instrument to
fail to perform properly. Use only genuine MSA replacement
parts when performing any maintenance procedures
described in this manual. Substitution of components can
seriously impair instrument performance, alter intrinsic
safety characteristics or void agency approvals.

FAILURE TO FOLLOW THIS WARNING CAN RESULT
IN SERIOUS PERSONAL INJURY OR DEATH.

A WARNING

Do not attempt to clean the sensor cover while it is in place;
sensor damage may occur. The tops of sensors are very
fragile; do not touch or apply pressure to the tops of any
sensors. If a sensor is damaged, it can cause the unit to give
false readings.



Storage

When not in use, store your Solaris Multigas Detector in a safe, dry
place between -5° and 40°C (23° and 104°F).

A WARNING

After storage, always recheck instrument calibration before
use. During storage, sensors may drift or become inopera-
tive and may not provide warnings of dangers to the health
and lives of users.

Shipment

Pack the Solaris Multigas Detector in its original shipping container with
suitable padding. If the original container is unavailable, an equivalent
container may be substituted. Seal instrument in a plastic bag to protect
it from moisture. Use sufficient padding to protect it from the rigors of
handling. Damage due to improper packaging or damage in shipment is
not covered by the instrument's warranty.

Troubleshooting

The Solaris Multigas Detector will operate reliably for years when cared
for and maintained properly. If the instrument becomes inoperative, you
may contact MSA at:

* MSA Instrument Division
Service Department
1000 Cranberry Woods Drive
Cranberry Township, PA 16066-5207
1-800-MSA-INST

To contact MSA International, please call:
*  1-412-967-3000 or 1-800-MSA-7777
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Live Maintenance Procedures

Sensor Replacement
1. Verify that the instrument is turned OFF.
2. Remove the front case.
3. Gently lift out and properly discard the sensor to be replaced.

* Remove the CO or HyS sensor with a nonconductive or
nonmetallic flat blade screwdriver or similar tool by pressing
against the sensor holder tab and lifting out the sensor:

* CO sensor holder tab is in upper left corner
* H5S sensor holder tab is in upper right corner.

* Remove the combustible or oxygen sensor gently with your
fingers only.

A WARNING

Remove and reinstall sensors carefully, ensuring that the
components are not damaged. Damage can adversely affect
the intrinsic safety of the instrument and result in serious
personal injury or death.

4. Verify that combustible and oxygen sensor standoffs are installed.

NOTE: Sensor positions cannot be changed:

» The CO sensor must be placed in the red sensor holder.
* Note that the CO gasket in the sensor is also red.

* The HyS sensor must be placed in the blue sensor holder.
* Note that the HyS gasket in the sensor is also blue.

5. Carefully align the new sensor contact pins with the sockets on the
printed circuit board.

6. Press the new sensor into place.

» Press the CO sensor into place by placing the sensor
under the sensor holder tab first; then, press into place
(CO sensor tab is located in the upper left-hand corner of
the sensor Holder).

+ Press the HyS sensor into place by placing the sensor
under the sensor holder tab first; then, press into place
(HoS sensor tab is located in the upper right-hand corner
of the sensor Holder).
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If a CO or an HyS sensor is not to be installed, ensure that
a “dummy” cell is installed properly in place.

7. Replace the sensor gasket and sensor filters in the front case.

8. Re-install the screws.

A WARNING

Verification of calibration response is required; otherwise,
the instrument will not perform as required, and persons

relying on this product for their safety could sustain serious
personal injury or death.



Chapter 6,
Performance Specifications

Table 6-1. Certifications
(see instrument label to determine applicable approval)

HAZARDOUS us UL913 for Class I, Div. 1, Groups A, B, C
LOCATIONS (NON-MINING) and D, Tamb=-20°C to +50°C
US (MINING) 30 CFR Part 22, Methane Detector
CANADA CSA C22.2, No. 157 for Class I, Div. 1, Groups
A, B, C and D, Tamb=-20°C to +50°C
EUROPE EEx ia dIIC, Tamb=-20°C to +50°C
AUSTRALIA Ex ia S Zone 0 I/IIC
PERFORMANCE US (MINING) 30 CFR Part 22, Methane Detector
CANADA CSA C22.2, No. 152 for Methane
EUROPE IEC60529
EUROPE EN50054, EN50057 (for Methane)
EUROPE EN50271 (Software and Digital Technologies)
APPLICABLE ATEX I 2G
EUROPEAN 94/9/EC EExia d IIC, T3 (157°C), Tamb=-20°C to +50°C
DIRECTIVES

EMC 89/336/EEC EN50270 (EN50081-1, EN50082-2)

Table 6-2. Instrument Specifications

TEMPERATURE

RANGE NORMAL 0 to 40°C
EXTENDED* -20 TO 0°C, 40 to 50°C
SHORT PERIODS -40 TO-20°C (15 minutes)

INGRESS

PROTECTION

RATING (IP) IP65

MEASUREMENT

METHOD COMBUSTIBLE GAS Catalytic Sensor
OXYGEN Electrochemical Sensor
TOXIC GASES Electrochemical Sensors
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FACTORY-SET
ALARM SETPOINTS LOWALARM  HIGH ALARM STEL TWA

co 35 PPM 100 PPM 400 35
HaS 10 PPM 15 PPM 15 10
LEL 10% 20% - -
0, 19.5% 23.0% - -
NO, 25PPM 5.0 PPM 5.0 25

*NOTE: Extended temperature range indicates gas readings may vary slightly
if calibrated at room temperature. For optimal performance, calibrate instrument
at temperature of use.

Table 6-3.

COMBUSTIBLE GAS - Typical Performance Specifications
RANGE 0to 100% LEL or 0 to 5.00% CHy

RESOLUTION 1% LEL or 0.05% CHy

REPRODUCIBILITY 3% LEL, 0% to 50% LEL reading or
.15% CHy, 0.00% to 2.50% CH,4 (normal temperature range*)

5% LEL, 50% to 100% LEL reading or
.25% CHy, 2.50% to 5.00% CH,4 (normal temperature range™)

5% LEL, 0% to 50% LEL reading or
.25% CHy, 0.00% to 2.50% CH,4 (extended temperature range*)

8% LEL, 50% to 100% LEL reading or .
0.40% CHy, 2.50% to 5.00% CHy (extended temperature range*)

RESPONSE TIME 90% of final reading in 30 seconds (normal temperature range*)
(LEL only)

90% of final reading in 20 seconds (Methane)
*See TABLE 6-2 NOTE

Table 6-4.

COMBUSTIBLE GAS - Cross Reference Factors

for Solaris General-Purpose Calibration Using Calibration Cylinder
(P/N 10045035) Set to 58% LEL Pentane Simulant

COMBUSTIBLE GAS MULTIPLY %LEL READING BY

Acetone 1.1
Acetylene 0.7
Acrylonitrile ! 0.8
Benzene 1.1
Butane 1.0
1,3 Butadiene 0.9
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COMBUSTIBLE GAS

MULTIPLY % LEL READING BY

n-Butanol 1.8
Carbon Disulfide ! 2.2
Cyclohexane 1.1
2,2 Dimethylbutane 1.2
2,3 Dimethylpentane 1.2
Ethane 0.7
Ethyl Acetate 1.2
Ethyl Alcohol 0.8
Ethylene 0.7
Formaldehyde? 0.5
Gasoline 1.3
Heptane 14
Hydrogen 0.6
n-Hexane 1.3
Isobutane 0.9
Isobutyl Acetate 1.5
Isopropy! Alcohol 1.1
Methane 0.6
Methanol 0.6
Methyl Isobutyl ketone 1.1
Methylcyclohexane 1.1
Methyl Ethyl Ketone 1.1
Methyl Tertiary Butyl Ether 1.0
Mineral Spirits 1.1
iso-Octane 1.1
n-Pentane 1.0
Propane 0.8
Propylene 0.8
Styrene2 1.9
Tetrahydrofuran 0.9
Toluene 1.2
Vinyl Acetate 0.9
VM&P Naptha 1.6
O-Xylene 1.2
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RESPONSE NOTES:

1. The compounds may reduce the sensitivity of the combustible gas sensor by poisoning
or inhibiting the catalytic action.

2. These compounds may reduce the sensitivity of the combustible gas sensor by
polymerizing on the catalytic surface.

3. For an instrument calibrated on Pentane,multiply the displayed %LEL value by the
conversion factor above to get the true %LEL.

4. These conversion factors should be used only if the combustible gas is known.

5. These conversion factors are typical for a Solaris Multigas Detector. Individual units
may vary by + 25% from these values

Table 6-5. COMBUSTIBLE GAS - Cross Reference Factors for
Solaris FX

This TABLE shows the variation in response of the 4P-50 CiTipeI® on exposure to a
range of gases and vapors at the same % LEL concentration

GAS VAPOR RELATIVE GAS VAPOR RELATIVE
SENSITIVITY* SENSITIVITY*

Methane 100 Carbon monoxide 115

Propane 65 Acetone 70

nButane 65 Methy! ethyl ketone 55

n-Pentane 60 Toluene 40

n-Hexane 50 Ethyl acetate 60

n-Heptane 45 Hydrogen 115

n-Octane 40 Ammonia** 130

Methanol 95 Cyclohexane 55

Ethanol 85 Leaded petrol 60

Iso-propy! alcohol 60 Unleaded petrol 60

Acetylene 80 Ethylene 85

*Each sensitivity has been rounded to the nearest 5%.
**Tgq for Ammonia is extended. Contact City Technology for details.

RESPONSE NOTES:

1

. The compounds may reduce the sensitivity of the combustible gas sensor by poisoning

or inhibiting the catalytic action.

. These compounds may reduce the sensitivity of the combustible gas sensor by

polymerizing on the catalytic surface.

. The figures are experimentally derived and expressed relative to the methane signal

(= 100).

. These conversion factors should be used only if the combustible gas is known.

5. The results are intended for guidance only. For the most accurate measurements, an

instrument should be calibrated using the gas under investigation.

6-4



Table 6-6. OXYGEN - Typical Performance Specifications

RANGE 0 to 25% Oo

RESOLUTION 0.1% Oo

REPRODUCIBILITY 0.7% Oo, for 0 to 25% Oo
0.7% Oo for O5 < = 15% (MSHA version only)
0.5% Oo, for Op: <02 < =25% (MSHA version only)

RESPONSE TIME 90% of final reading 30 seconds (normal temperature range*)

3 minutes (extended temperature range)

*See TABLE 6-2 NOTE

Environment and Oxygen Sensor Readings

A number of environmental factors may affect the oxygen sensor
readings, including changes in pressure, humidity and temperature.
Pressure and humidity changes affect the amount of oxygen actually
present in the atmosphere.

Pressure Changes

If pressure changes rapidly (e.g., stepping through airlock) the oxygen
sensor reading may temporarily shift, and possibly cause the detector to
go into alarm. While the percentage of oxygen may remain at or near
20.8%, the total amount of oxygen present in the atmosphere available
for respiration may become a hazard if the overall pressure is reduced
to a significant degree.

Humidity Changes

If humidity changes to any significant degree (e.g., going from a dry, air
conditioned environment to outdoor, moisture laden air), oxygen levels
can change up to 0.5%. This is due to water vapor in the air displacing
oxygen, thus reducing oxygen readings as humidity increases. The
oxygen sensor has a special filter to reduce the affects of humidity
changes on oxygen readings. This effect will not be noticed
immediately, but slowly impacts oxygen readings over several hours.

Temperature Changes

The oxygen sensor has built-in temperature compensation. However, if
temperature shifts dramatically, the oxygen sensor reading may shift.
Zero the instrument at a temperature within 30°C of the temperature-of-
use for the least effect.
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Table 6-7.
CARBON MONOXIDE (appropriate models only) -
Typical Performance Specifications

RANGE 500 ppm CO

RESOLUTION 1 ppm CO, for 5 to 500 ppm CO

REPRODUCIBILITY +5 ppm CO or 10% of reading, whichever is greater
0 to 300 ppm CO, +15% >300 ppm CO
(normal temperature range®)

+10 ppm CO or 20% of reading, whichever is greater
(extended temperature range*)

RESPONSE TIME 90% of final reading in 60 seconds (normal temperature range*)

*See TABLE 6-2 NOTE

Table 6-8. CARBON MONOXIDE - Cross Reference Factors
for Solaris Calibration Using Calibration Cylinder (P/N 10045035)

NOTE: Data is presented as the indicated output in ppm, which would result from the
application of 100 ppm of the test gas.

TEST GAS (100 PPM) EQUIVALENT PPM

Carbon Monoxide (CO)

100 +9

Hydrogen Sulfide (HoS)

444

TEST GAS (100 PPM)

EQUIVALENT PPM

Sulfur Dioxide (SO9) 0 +1
Nitrogen Dioxide (NO5) 2 16
Nitric Oxide (NO) 70 +10
Chlorine (Clp) 148
Ammonia (NH3) 2 44
Hydrogen Chloride (HCI) 312
Ethylene (CoHy) 90 +9
Hydrogen Cyanide (HCN) 0 +1
Methane (CHgy) 040
Ethanol (EtOH) 4 +5
Hydrogen (Ho) 70 +26




Table 6-9. HYDROGEN SULFIDE (appropriate models only)
- Typical Performance Specifications

RANGE 200 ppm HyS

RESOLUTION 1 ppm H5S, for 3 to 200 ppm HoS

REPRODUCIBILITY +2 ppm HsS or 10% of reading, whichever is greater
0 to 100 ppm H»S, +15% > 100 ppm HyS
(normal temperature range™)

+5 ppm HyS or 20% of reading, whichever is greater
(extended temperature range®)

RESPONSE TIME 90% of final reading in 60 seconds* (normal temperature range)

*See TABLE 6-2 NOTE

Table 6-10. HYDROGEN SULFIDE - Cross Reference Factors
for Solaris Calibration Using Calibration Cylinder (P/N10045035)

NOTE: Data is presented as the indicated output in ppm, which would result from the
application of 100 ppm of the test gas

TEST GAS (100 PPM) EQUIVALENT PPM
Hydrogen Sulfide (HS) 100 +10
Ethylene (CoHy) 0+0
Methane (CHy) 0+0
Hydrogen (H») 0+0
TEST GAS (100 PPM) EQUIVALENT PPM
Ammonia (NH3) 040
Chlorine (Clp) 0+0
Nitrogen Dioxide (NO5) -20 +2
Nitric Oxide (NO) 1+1
Carbon Monoxide (CO) 4 +4
Hydrogen Chloride (HCI) 0 +0
Hydrogen Cyanide (HCN) 141
Sulfur Dioxide (SOy) 10 +3
Ethanol (EtOH) 040
Toluene 0+0




Table 6-11. Nitrogen (Appropriate Models Only) Dioxide Typical
Performance Specifications

RANGE 50.0 ppm
RESOLUTION 0.1 ppm HyS, for 0.5 to 50.0 ppm NOo
REPRODUCIBILITY +0.5 ppm NO5 or 10% of reading, whichever

is greater (normal temperature range*)

+0.5 ppm NO, or 20% of reading, whichever
is greater (extended temperature range*)

RESPONSE TIME 90% of final reading in 60 seconds
(normal temperature range*)

*See TABLE 6-2 NOTE.

Table 6-12. Nitrogen Dioxide (Appropriate Models Only) Cross
Reference Factors for Solaris Calibration

NOTE: Data is presented as the indicated output in ppm, which would result from the
application of 10 ppm of the test gas

TEST GAS (10 PPM) EQUIVALENT PPM
Hydrogen Sulfide (HS) -12.7 £1.2

Sulfur Dioxide (SO5) -6 +.1

Carbon Monoxide (CO) 0+0

Nitric Oxide (NO) 0+0

Ammonia (NH3) 040

Methane (CHy) 0+0
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Table 7-1. Replacement Parts List

ITEM PART PART NO.
NO.
1 Gasket, Sensor 10044926
Gasket, Sensor (FX only) 10055500
2 CO Button Cell Sensor 10046944
3 HoS Button Cell Sensor 10046945
4 O, Sensor 10046946
5 Combustible Sensor 10046947
Combustible Sensor (FX only) 10055612
6 Case, Assembly, Front 10044996
Case, Assembly, Front (Alkaline only) 10068951
Case, Assembly, Front (FX only) 10055515
7 Sensor, Plug, Inactive, Button Cell (quantity: up to 2) 10046292
8 Insert, Support, Combustible Sensor 10046762
9 Insert, Support, O Sensor 10046763
10 Filter, Charcoal, CO 10047967
11 Charger, Cradle, Assembly (Rechargeable only) 10048185
12 Felt, Protection (quantity: 4) 10044927
13 Cap, Calibration Assembly 10044994
14 Fitting, Male Tapper Luer (quantity: 2) 637266
15 North American Power Supply (Rechargeable only) 10047342
16 Global Power Supply (Rechargeable only) 10047343
17 Rear Case Assembly (includes battery) 10044997
Rear Case Assembly (Alkaline only) 10068952
Rear Case Assembly (Euro) 10053219
Rear Case Assembly (Euro) (Australia only) 10057044
18 Main PC Board Assembly, Non-I.R.D.A. 10045008
Main PC Board Assembly, Non-I.R.D.A. (Alkaline only) 10065937
Main PC Board Assembly, Non-1.R.D.A.(Australia only) 10056978
Main PC Board, NO5, Non-l.R.D.A. 10059028
19 Main PC Board Assembly, |.R.D.A. 10045009
Main PC Board Assembly, |.R.D.A.(Alkaline only) 10065936
Main PC Board Assembly, |.R.D.A.(Australia only) 10056979
Main PC Board, NO5, I.R.D.A. 10059027
20 Label, Sensor Cover (quantity: 2) 10049052
21 Case Screws (quantity: 5) 655289
22 Main PC Board Assembly Screws (quantity: 2) 10046937
Main PC Board Assembly Screws (quantity: 2) (Alkaline only) 10040570
23 Horn Chamber Protective Insert 10046042
24 NO, Button Cell Sensor 10059040
25 Filter, Nafion, NO5 only 711505
26 Ring, Adhesive, NO5 only 10011287
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Table 7-2. Accessory Parts List

PART PART NO.
Universal Pump Probe, North America 10046528
Universal Pump Probe, MSHA 10047595
Universal Pump Probe, Europe 10047596
Calibration Assembly 10044995
Regulator, .25 LPM, Model RP 467895
Regulator, Combination, .25 LPM, Model RP 711175
Datalog Kit (Software/Eye) 710946
Infrared Datalogging Software 710988
Cordura Jacket (rechargeable only) 10049053
Cordura Jacket (Alkaline only) 10070855
Four Gas Econocal

(1.45% CHy, 15.0% O5, 60 ppm CO, 20 ppm HoS) 10048280
Three Gas Econocal

(1.45% CHy, 15.0% O5, 20 ppm H5S) 10048790
Four Gas Econocal

(2.50% CHy, 15.0% O5, 60 ppm CO, 20 ppm H5S) 10048981
Three Gas Econocal

(2.50% CHy, 15.0% O9, 20 ppm H5S) 10048888
Three Gas Econocal

(1.45% CHy, 15.0% O, 60 ppm CO) 10048789
Three Gas RP

(1.45% CHy, 15.0% O9, 20 ppm H5S) 10048788
Four Gas Gas RP

(1.45% CHy, 15.0% O5, 60 ppm CO, 20 ppm HoS) 10045035
Three Gas RP

(2.50% CHy, 15.0% O, 60 ppm CO) 813718
Three Gas RP

(2.50% CHy, 15.0% Oo, 20 ppm H5S) 10048889
Four Gas Gas RP

(2.50% CHy, 15.0% O5, 60 ppm CO, 20 ppm HoS) 10048890

Table 7-3. Accessory Parts List (NO5 Versions Only)

PART PART NO.
Four Gas Econocal

(2.50% CHy, 15.0% O5, 60 ppm CO, 10 ppm NO») 10058172
Four Gas Econocal

(1.45% CHy, 15.0% O, 60 ppm CO, 10 ppm NO») 10058036
Four Gas RP

(2.50% CHy, 15.0% O, 60 ppm CO, 10 ppm NO») 10058171
Four Gas RP

(1.45% CHy, 15.0% O, 60 ppm CO, 10 ppm NO») 10058034

7-3



Figure 7-1. Replacement Parts (see Table 7-1)
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AVERTISSEMENT

Ce manuel doit étre lu avec toute I'attention requise par toutes les personnes qui ont ou
qui auront la responsabilité d'utiliser ou d’entretenir le produit. Au méme titre que
n'importe quel élément d’'un équipement complexe, cet instrument fonctionnera tel qu’il a
été concu uniquement s’il est utilisé et entretenu conformément aux instructions du
fabricant. Dans le cas contraire, il pourrait se trouver dans I'incapacité de fonctionner tel
qu’il a été congu et les personnes faisant confiance a ce produit pour leur sécurité
pourraient subir des blessures graves, voire mortelles.

Les garanties offertes par Mine Safety Appliances Company concernant ce produit sont
annulées s’il n’est pas utilisé et entretenu conformément aux instructions contenues
dans ce manuel. Veuillez vous protéger et protéger les autres en appliquant ces
instructions. Nous encourageons nos clients & nous écrire ou a nous appeler a propos de
cet équipement avant de l'utiliser ou pour toutes autres informations complémentaires
relatives a son utilisation, maintenance ou réparation.
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Chapitre 1
Sécurité de I'instrument et Certifications

Le détecteur de MultiGaz Solaris doit étre utilisé par un personnel qualifié et
entrainé. Il est congu pour étre utilisé en réalisant une évaluation des dangers
suivants :

+ Evaluation de I'exposition potentielle des ouvriers a des gaz toxiques et &
des vapeurs combustibles
« Détermination de la surveillance nécessaire et appropriée des gaz et des
vapeurs sur un lieu de travail.
Le détecteur MultiGaz Solaris peut étre équipé pour détecter :

» Des gaz combustibles et certaines vapeurs combustibles
» Des atmosphéres riches ou pauvres en oxygéne
» Des gaz toxiques spécifiques pour lesquels un capteur est installé.

A\ AVERTISSEMENT

» Lisez et appliquez soigneusement toutes les instructions.

» Vérifiez I'’étalonnage avant chaque utilisation quotidienne et
procédez au réglage, le cas échéant.

» Vérifiez plus fréguemment I'étalonnage en cas d’exposition
aux silicones, aux silicates, aux composés contenant du
plomb, a I'hydrogéne sulfuré ou a un haut niveau de
contamination.

» Vérifiez a nouveau I'étalonnage si I'unité a subi des chocs.

» Doit étre exclusivement utilisé pour détecter des gaz/des
vapeurs pour lesquels un capteur est installé.

e Utilisation interdite pour détecter des poussieres ou des
combustible sous forme de brouillards.

» Assurez-vous de la présence de I'oxygéne adéquat.
« Evitez de bloquer les capteurs.

* Les lectures de I'instrument doivent étre interprétées par un
personnel entrainé et qualifié.

* Nerechargez pas les batteries ion-lithium dans une
atmosphere chargée de combustibles.

* Neremplacez pas les piles alcalines dans une atmosphere
combustible.

» N'effectuez aucune modification ou transformation de
I'instrument.

UNE UTILISATION INCORRECTE PEUT ETRE A L'ORIGINE
DE BLESSURES SERIEUSES, VOIRE MORTELLES.
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Précautions et limites de sécurité

Examinez attentivement les précautions et limites de sécurité suivantes avant
de mettre I'instrument en service :

» Le détecteur MultiGaz Solaris est congu pour :
» Détecter des gaz et des vapeurs dans I'air uniquement

» Détecter des gaz toxiques spécifiques pour lesquels un capteur
est installé.

» Exécutez les vérifications suivantes avant chaque utilisation quotidienne
afin de vous assurer du fonctionnement adéquat de I'instrument :

» Vérification de I'étalonnage (reportez-vous a la section
Vérification de I'étalonnage). Ajustez I'étalonnage si les mesures
ne se situent pas dans les limites spécifiées.

» Vérifiez I'étalonnage plus fréquemment si I'unité est susceptible de recevoir
des chocs ou d’étre confrontée a des niveaux élevés de contaminants. De
plus, vérifiez I'étalonnage plus souvent si 'atmosphere testée contient les
matiéres suivantes, pouvant étre en mesure de désensibiliser le capteur de
gaz combustibles et de diminuer la valeur des mesures :

» Silicones organiques
» Silicates
e Composeés contenant du plomb

» Expositions a de I'hydrogene sulfuré supérieures a 200 ppm ou
supérieures a 50 ppm pendant une minute.

» La concentration minimum d’un gaz combustible dans I'air pouvant
s’enflammer est définie en tant que limite inférieure d’explosion (LEL pour
Lower Explosive Limit). Une lecture de gaz combustible de « 100 » ou

de « 5.00 » indique que I'atmosphére se trouve au-dessus de 100 % LEL
ou au-dessus de 5 % de CHy, et qu’'un danger d’explosion existe. Dans de
telles circonstances, la fonctionnalité LockAlarm de l'instrument est
activée. Eloignez-vous immédiatement de la zone contaminée.

» Nutilisez pas le détecteur MultiGaz Solaris pour tester de tels gaz dans
les atmospheres suivantes, ceci pouvant étre a I'origine de mesures
erronées :

» Atmospheres riches ou pauvres en oxygéne

» Atmospheéres réductrices

» Fours superposés

* Environnements inertes

« Atmospheéres contenant des poussiéeres ou des brouillards
combustibles.
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N'utilisez pas le détecteur MultiGaz Solaris pour tester des gaz
combustibles dans des atmosphéres contenant des vapeurs provenant de
liquides avec un point d’éclair élevé (au-dessus de 38 °C, 100°F) car ils
peuvent provoquer des mesures erronées.

Ne bloquez pas les ouvertures du capteur, ceci pouvant aussi produire des
mesures imprécises. N'appuyez pas sur la face des capteurs, ceci pourrait
les détériorer et provoquer des mesures erronées. N'utilisez pas d’air
comprimé pour nettoyer les orifices des capteurs, la pression pourrait
endommager ces derniers.

Allouez a I'unité suffisamment de temps pour afficher une mesure précise.
Les temps de réponse peuvent varier selon le type de capteur utilisé
(reportez-vous au chapitre 6, « Spécifications des performances »).

Toutes les mesures et informations de l'instrument doivent étre interprétées
par une personne formée et qualifiée quant a leur interprétation lorsqu’elles
se rapportent a I'environnement spécifique, aux pratiques industrielles et aux
limites d’exposition.

Ne rechargez pas la pile lithium-ion ni remplacer les piles alcalines dans
un endroit dangereux. Utilisez uniquement des chargeurs réservés a cet
instrument par MSA.

Ne modifiez pas cet instrument ; dans le cas contraire, des détériorations
peuvent se produire.

L'emploi du systéme de tests automatisés Galaxy™ est une autre
méthode recommandée par MSHA pour calibrer les instruments Solaris
homologués MSHA.

Pour calibrer un détecteur Solaris homogué MSHA, utilisez uniguement un
gaz de calibrage a 2,5 % de méthane, avec une précision de £ 5 %.

Lors du calibrage d'un détecteur Solaris homogué MSHA, la tolérance
maximum réglable par I'utilisateur (acces limité par mot de passe) sur les
limites de Bump ne doit étre fixée qu'a 10 % ou moins.

Au titre de 30 CFR Part 75 pendant le calibrage d'un détecteur Solaris
homogué MSHA, la tolérance maximum réglable par l'utilisateur (accés
limité par mot de passe) sur les limites de Bump doit étre établie de fagon
a ce qu'une concentration en oxygéne de 19,5 % soit détectable avec une
précision de 0,5 %.



Date de fabrication de I'instrument

La date de fabrication de votre détecteur MultiGaz Solaris est codée dans le
numéro de série de I'appareil.

Les trois derniers chiffres représentent le mois (la lettre) et I'année (le
nombre a deux chiffres).

La lettre correspond au mois en commengant par A pour janvier, B pour
février, etc.

Certifications

Les tests réalisés par MSA vérifient que le détecteur MultiGaz Solaris répond
aux normes industrielles et gouvernementales en la matiére au moment de la
date de fabrication. Reportez-vous au chapitre 6, TABLEAU 6-1, pour les
certifications spécifiques.

Interférences électroniques

Cet instrument génére, utilise et peut émettre de I'énergie a fréquence
radioélectrique. L'exploitation de cet instrument peut provoquer des
interférences, auquel cas, il peut étre demandé a I'utilisateur d’intervenir
pour appliquer des mesures correctives.

Ce dispositif est un équipement de tests et n'est pas astreint a la
réglementation technique du FCC. Néanmoins, il a été testé et respecte
les limites des appareils numériques de classe A, définies dans la section
15 de la réglementation du FCC.

Ce dispositif numérique ne dépasse pas les limites de la classe A quant
aux émissions de bruits radioélectriques émanant d’un appareil numérique
telles qu’elles sont décrites dans les Reglements sur les interférences
radio de la CRTC.

Il ne s’agit pas ici d’'une garantie qu'aucune interférence ne se produira.
S'il est établi que cet instrument est a l'origine d’interférences avec la
réception radio ou télévision, essayez les mesures correctives suivantes :

» Réorientez ou déplacez I'antenne de réception

* Augmentez la distance séparant I'instrument du récepteur de
radio/du téléviseur

» Consultez un technicien radio/TV expérimenté afin de vous venir
en aide.
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Chapitre 2
Utilisation du détecteur Multi Gaz Solaris

Mise SOUS tension du détecteur MultiGaz Solaris

Appuyez sur le bouton MARCHE ; I'instrument affiche :
1. Un autotest :
* Tous les segments s’affichent
* Une alarme sonore retentit
* Une alarme lumineuse s’affiche
* Un vibreur est activé
» La version du logiciel s’affiche
» Diagnostics internes

* Le message "VISUAL OFF" s'affiche si la DEL rouge a été
désactivée

» Le message "BACKLITE OFF" s'affiche si le rétro-éclairage a été
désactivé

* Le message "AUDIBLE OFF" s'affiche si la sonnerie a été
désactivée

* Le message "VIBRATE OFF" s'affiche si le vibreur a été
désactivé

2. Points de consigne des alarmes :
* Faible
e Haute
e STEL (si activée)
+  TWA (si activée)
Gaz d'étalonnage (valeurs de gaz d'étalonnage attendues)

4. Heure et date (si I'option d’enregistrement chronologique des données
est installée)

5. Derniéere date d'étalonnage (CAL) si I'option d’enregistrement
chronologique des données est installée

6. Date de ré-étalonnage (CAL) si I'option d'enregistrement
chronologique des données est installée et activée

7. Période de mise en température de I'instrument

8. Option de configuration d'air frais (FAS).
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Date du dernier étalonnage

Le Détecteur Multigaz Solaris est équipé de la fonction " date du dernier
étalonnage réussi ". La date affichée correspond a la derniére date d'étalonnage
réussi de tous les capteurs installés. " LAST CAL " s'affiche avec la date selon
le format suivant :

e MM:JJ:YY

Si I'un des capteurs n'a pas été calibré, le message "LAST CAL, INVALID"
s'affiche.

Date de ré-étalonnage

Le détecteur Multigaz Solaris (avec enregistrement des données et version
logicielle 1.1 ou suivante) est équipé de la fonction "date de ré-étalonnage".
Pour activer cette fonction, lisez le chapitre 3 "Accés au mode Configuration de
l'instrument".

Si la fonction date d'étalonnage est activée, le message "CAL DUE, X DAYS"
apparait apres la date de dernier étalonnage.

« X =nombre de jours avant le prochain étalonnage, réglable de 1 & 180
jours par l'utilisateur.

Si le nombre de jours avant étalonnage passe a zéro, une alarme se déclenche
et le message "CAL DUE, --NOW--" s'affiche.

* Appuyez sur le bouton RESET pour arréter I'alarme et laisser l'instrument
terminer la mise en température.

En mode Mesure normale, si la fonction date de ré-étalonnage est activée et
que le délai de ré-étalonnage est épuisé, l'instrument émet un bip sonore et
affiche le message "CAL DUE" toutes les 30 secondes, jusqu'a ce que l'appareil
ait été ré-étalonné.

Vérifiez I'étalonnage chaque jour avant utilisation afin de vérifier le bon
fonctionnement de I'appareil (voir chapitre 2 "Vérification de I'étalonnage”).

Options de suspension d'alarme

Le détecteur Multigaz Solaris (avec enregistrement des données et version
logicielle 1.1 ou suivante) est équipé d'une fonction de suspension des alarmes
visuelle, rétro-éclairage, sonore et vibreur. Pour activer cette fonction, lire le
chapitre 3 "Acces au mode Configuration de l'instrument”.

Si I'une de ces alarmes (visuelle, rétro-éclairage, sonore et vibreur) est
désactivée, le détecteur Solaris affiche :

* Le message "VISUAL OFF" s'affiche si la DEL rouge a été désactivée

e Le message "BACKLITE OFF" s'affiche si le rétro-éclairage a été désactivé
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» Le message "AUDIBLE OFF" s'affiche si la sonnerie a été désactivée

* Le message "VIBRATE OFF" s'affiche si le vibreur a été désactivé.

Si l'alarme visuelle, sonore ou vibreur a été désactivée, le message "ALARM
OFF" clignote a I'écran, en mode Mesure normale.

Option de configuration Air Frais

(pour réglage automatique du zéro des capteurs du détecteur MultiGaz Solaris)

REMARQUE :

La fonction de configuration d’air frais (CAF) posséde des
limites de sécurité. Si un niveau dangereux de gaz se trouve
présent, le détecteur MultiGaz Solaris ignore la commande
CAF et passe suralarme.

A\ AVERTISSEMENT

N'activez pas la configuration d’air frais & moins que vous ne
soyez certain que l'air est frais et non contaminé, sinon des
mesures inexactes peuvent se produire pouvant indiquer par
erreur qu'une atmospheére dangereuse est sans risques. Si
des doutes vous assaillent quant a la qualité de I'air ambiant,
n'utilisez pas la fonctionnalité de configuration d’air frais.
N'utilisez pas la configuration d’air frais en lieu et place des
vérifications quotidiennes de I'étalonnage. L'étalonnage est
nécessaire afin de vérifier la précision de la fourchette de
mesures. Tout manquement a cet avertissement peut provo-
qguer des blessures sérieuses, voire mortelles.

Les personnes responsables de l'utilisation du détecteur MultiGaz Solaris
doivent déterminer si I'option de configuration d’air frais doit étre utilisée ou non.
Les capacité, la formation et les pratiques du travail normal de l'utilisateur
doivent étre prises en considération au cours de cette prise de décision.

1. Mettre SOUS tension le détecteur MultiGaz Solaris

» Lorsque l'autotest de l'instrument est terminé, ZERO? clignote
pendant 10 secondes.

2. Pour procéder a la configuration d’air frais, appuyez sur le bouton ON/OFF
(marche-arrét) pendant que ZERO? clignote.

3. Pour sauter immédiatement cette étape de configuration de I'air frais,
appuyez sur le bouton v RESET.

« Siaucun bouton n’est appuyé, ZERO? s’arréte de clignoter
automatiquement apres expiration des 10 secondes sans que la
configuration d’air frais ne soit réalisée.
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Voyant de durée utile de la batterie (FIGURE 2-1)

L'icbne de condition de la batterie s’affiche continuellement dans le coin
supérieur droit de I'écran quelle que soit la page sélectionnée.

Au fur et & mesure de la chute de charge de la batterie, les segments de
l'icbne s’effacent pour ne conserver que le contour de cette icone en
forme de pile.

Avertissement batterie

Un avertissement batterie indique qu’il reste environ 15 minutes de
fonctionnement avant que les batteries de I'instrument ne soient
compléetement déchargées.

REMARQUE : La durée restante de fonctionnement de l'instrument
pendant un avertissement batterie dépend de la
température ambiante.

Lorsque le détecteur MultiGaz Solaris affiche un avertissement batterie :
» Le voyant de durée de la batterie clignote

* « BATT WRN » clignote toutes les 15 secondes

* Une alarme retentit

» Les voyants clignotent toutes les 15 secondes

» Le détecteur MultiGaz Solaris continue de fonctionner jusqu’a ce que
l'instrument soit mis HORS tension ou si un arrét di a la batterie se
produit.

Arrét dd a la batterie

Lorsque la batterie ne peut pas assurer plus longtemps le fonctionnement de
l'instrument, ce dernier passe en mode d’arrét di a la batterie :

« LOW et BATTERY clignotent sur I'afficheur
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Les alarmes retentissent et les voyants clignotent

L'alarme peut étre rendue silencieuse en appuyant sur le bouton
RESET (réinitialiser)

Aucune autre page ne peut étre affichée

Environ une minute plus tard, I'instrument se met automatiquement
HORS tension.

A\ AVERTISSEMENT

Quand I'alarme de condition de la batterie retentit, arrétez

d’utiliser I'instrument ; il ne peut plus vous alerter en cas de

danger, en effet, 'énergie nécessaire a son fonctionnement

est insuffisante :

1. Quittez la zone immédiatement.

2. Mettre I'instrument HORS tension s’il est SOUS tension.

3. Faites un rapport a la personne responsable de la mainte-
nance.

4. Rechargez ou remplacez la pile.

Tout manquement a cet avertissement peut provoquer des
blessures sérieuses, voire mortelles.

A\ ATTENTION

En présence d’'une condition « Battery Low » (batterie faible),
préparez-vous a quitter la zone de travail dans la mesure ou
I'instrument peut accéder a tout instant au mode « Battery
Shutdown » (arrét d0 aux batteries), ce qui détermine I'arrét du
fonctionnement du capteur. C’est en fonction de I'dge des
batteries, de la température ambiante et d’autres conditions,
que les durées de « Battery Low » et de « Battery Shutdown »
peuvent étre plus courtes que celles prévues.

A\ AVERTISSEMENT

Rechargez I'instrument ou remplacez la pile lorsque
I'appareil est en mode " Piles déchargées " ou " Arrét des
piles ".

Alarme Absence capteur

Le détecteur MultiGaz Solaris affichera une alarme « Sensor Missing »
(absence capteur) si I'instrument détecte qu’un capteur activé n'est pas
correctement installé. Pour les capteurs d’O,, CO et H,S, la fonction d’absence
de capteur est vérifiée lorsque I'instrument est mis SOUS tension ou en quittant
le mode Setup (configuration). La fonction d’absence de capteur de produits
combustibles est surveillée en permanence. Si un capteur est détecté comme
étant manquant, les actions suivantes se produisent :
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SENSOR et MISSING (capteur et absent) clignotent sur I'afficheur

L'indicateur au-dessus du capteur détecté comme étant manquant clignote
sur l'afficheur

Les alarmes retentissent et les voyants clignotent

L'alarme peut étre rendue silencieuse en appuyant sur le bouton RESET
(réinitialiser)

Aucune autre page ne peut étre affichée

Environ cing minutes plus tard, I'instrument se met automatiquement
HORS tension.

A\ AVERTISSEMENT

Si une condition d’absence de capteur se produit, arrétez
I'utilisation de I'instrument ; il n'est plus en mesure de vous
alerter en cas de danger.

1. Quittez la zone immédiatement.
2. Mettez I'instrument HORS tension s'’il est SOUS tension.

3. Faites un rapport a la personne responsable de la main-
tenance.

Tout manquement a cet avertissement peut provoquer des
blessures sérieuses, voire mortelles.

Vérification de I’étalonnage

La vérification de I'étalonnage est simple et ne dure qu’une minute environ.
Veuillez effectuer cette vérification de I'étalonnage quotidiennement avant
chaque utilisation.

1.

© N o g

Mettez SOUS tension le détecteur MultiGaz Solaris dans un air propre et
frais.

Veérifiez que les lectures indiquent I'absence de gaz.
Attachez le bouchon d’étalonnage sur le détecteur MultiGaz Solaris.

Assurez-vous que “TOP” et “T" sur le bouchon d'étalonnage sont orientés
de sorte que « TOP » soit positionné en partie supérieure de l'instrument.

Fixez le régulateur (fourni avec le kit d’étalonnage) au cylindre.
Connectez la tubulure (fournie avec le kit d’étalonnage) au régulateur.
Fixez I'autre extrémité de la tubulure au bouchon d’'étalonnage.
Ouvrez la vanne sur le régulateur.

» Le débit du régulateur est égal a 0,25 I/min.
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» La lecture affichée sur le détecteur MultiGaz Solaris doit se trouver
dans les limites stipulées sur le cylindre d’étalonnage ou selon celles
déterminées par votre entreprise.

* Changez au besoin de cylindre afin d'introduire d’autres gaz
d’étalonnage.

» Siles lectures ne se situent pas a l'intérieur de ces limites, le
détecteur MultiGaz Solaris doit étre re-étalonné. Reportez-vous au
chapitre 4, « Etalonnage ».

Mesure des concentrations en gaz

Gaz combustibles (% LEL) (FIGURE 2-2)

CLIGNOTEMENT—Q E;“,

\,EE-L i
50 s
g 0

Figure 2-2. Instrument en alarme LEL

Le détecteur MultiGaz Solaris peut étre équipé pour détecter des gaz
combustibles dans I'atmosphére.

» Les alarmes retentissent quand les concentrations atteignent :
» Le point de consigne d'alarme ou

* Une LEL de 100 % (Lower Explosive Limit ou limite inférieure
d’explosion), 5 % CH,.

* Quand l'indication de gaz combustibles atteint le point de consigne
d'alarme :

* Lalarme retentit
» Les voyants d’'alarme clignotent.

* Le % de LEL ou l'indicateur de CH, au-dessus de la concentration
clignote.

» Pour rendre I'alarme silencieuse, appuyez sur le bouton RESET
(réinitialisation).
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REMARQUE : L'alarme restera silencieuse si la condition d’alarme est
effacée.

» Silindication de gaz combustibles atteint un LEL de 100 % ou 5 % de
CH,, le circuit LockAlarm™ verrouille la lecture de gaz combustibles et
I'alarme, et :

» Lalarme résonne
* Les voyants d’alarme clignotent.
* « 100 ou 5.00 » apparait sur I'afficheur et clignote.

» Cette alarme ne peut pas étre réinitialisée avec le bouton RESET.

A\ AVERTISSEMENT

Si la condition d’alarme LEL 100 % ou 5.00 % CH, est atteinte,
vous vous trouvez dans une situation extrémement périlleuse,
il existe suffisamment de gaz dans I'atmosphére pour que se
produise une explosion. D'autre part, une forte augmentation
de la valeur des mesures suivie de lectures s’affaiblissant ou
devenant erratiques peut aussi étre une indication qu’il existe
suffisamment de gaz pour une explosion. Si I'une de ces con-
ditions se produit, quittez immédiatement la zone contaminée.
Tout manquement a cet avertissement peut provoquer des
blessures sérieuses, voire mortelles.

« Apres avoir rejoint un environnement sdr avec de I'air frais, réinitialisez
l'alarme en mettant I'instrument HORS tension puis aussitot SOUS
tension.

Mesures de I'oxygéne (% O,) (FIGURE 2-3)
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Figure 2-3. Instrument en alarme Oxygene
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Le détecteur MultiGaz Solaris peut étre équipé pour détecter la quantité
d’oxygéne dans I'atmosphere.

« Deux conditions déclenchent I'alarme :
» Trop peu d’oxygéne (insuffisance)
» Trop d'oxygéne (mélange enrichi).

» Lorsque le point de consigne est atteint pour I'une des deux raisons
précédentes :

* Lalarme retentit
» Les voyants d’alarme clignotent.

* Llindicateur du % d’O, au-dessus de la concentration clignote.

A\ AVERTISSEMENT

Si la condition d'alarme d’oxygéne est atteinte au cours de
I'utilisation de I'instrument a titre personnel ou de surveillance
d’'une zone, quittez immédiatement cette zone, les conditions
ambiantes ont atteint un niveau d’alarme préréglé. Si vous
utilisez l'instrument pour procéder a une inspection, ne
pénétrez pas dans cette zone sans étre correctement protégé.
L'inobservation de cet avertissement vous exposera a un
environnement dangereux pouvant provoquer de sérieuses
blessures, voire mortelles.

Mesures des gaz toxiques (FIGURE 2-4)
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Figure 2-4. Instrument en alarme Gaz toxiques
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» Le détecteur MultiGaz Solaris peut étre équipé pour détecter :
* Le monoxyde de carbone (CO) et/ou
* L'hydrogéne sulfuré (H,S) dans I'atmosphére.

» Sile point de consigne d’alarme est atteint pour le monoxyde de carbone
(CO) et/ou pour I'nydrogéne sulfuré (H,S) :

e L’alarme retentit
» Les voyants d'alarme clignotent

* Lindicateur PPM CO ou PPM H,S au-dessus de la concentration
clignote.

A\ AVERTISSEMENT

Si la condition d'alarme des gaz toxiques est atteinte au
cours de l'utilisation de I'instrument a titre personnel ou de
surveillance d’une zone, quittez immédiatement cette zone,
les conditions ambiantes ont atteint un niveau d’alarme
préréglé. Si vous utilisez I'instrument pour procéder a une
inspection, ne pénétrez pas dans cette zone sans étre
correctement protégé. L'inobservation de cet avertissement
Vous exposera a des gaz toxiques pouvant étre a l'origine de
sérieuses blessures, voire mortelles.

Détecteur multi-gaz Solaris
équipé d'un capteur NO, uniguement

» Le détecteur multi-gaz Solaris peut étre équipé pour détecter le dioxyde
d'azote.

Les unités sont identifiées :

« alallumage, par affichage du message " TOX, NO, "

» pendant le fonctionnement, par le défilement sur I'écran des mots " Solaris
NO, ".
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Les opérations suivantes demeurent les mémes pour les capteurs H,S, CO
et NO,:

» alarme de capteur absent
» réglage de capteur

» calibrage

- MPDT/TWA
 LECT/STEL.

A\ ATTENTION

L'emplacement dans l'instrument des capteurs NO,, H,S ou
d'autres gaz toxiques n'est pas interchangeable car ceci
nuirait au bon fonctionnement de I'appareil.

Le capteur NO, :
* doit étre placé dans le support noir.

* lejoint est également noir.

HIGH
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Figure 2-5. Instrument en alarme de dioxyde d'azote
(versions NO, uniquement)
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DEL Sans danger

Le détecteur MultiGaz Solaris est équipé d'une « SAFE LED ou DEL SANS
DANGER ». Cette SAFE LED clignotera toutes les 15 secondes dans les
conditions suivantes :

» La SAFE LED est activée

» L'instrument se trouve sur la page de mesure normale des gaz (Measure
Gases page)

» Les lectures des gaz combustibles sont égales & LEL 0 % ou 0 % CH,
» Les lectures d’oxygene (O,) sont égales a 20,8 %

» Les lectures de monoxyde de carbone (CO) sont égales a 0 ppm

» Les lectures d’hydrogene sulfuré (H,S) sont égales a 0 ppm

» Aucune alarme de gaz n'est présente (faible ou forte)

» Linstrument ne se trouve pas dans une condition d